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UPS, PV, ESS, etc.
Optimization products for
DC System application

1000Vdc class
DC Air Circuit Breakers

1500Vdc class

DC Switch-Disconnectors

DC Switch-Disconnectors




1000Vdcclass Air.Circuit Breakers
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Susol DC Air Circuit Breakers

1. 1000Vdc 2500AF Air circuit breaker for low voltage DC power distribution system
2. Optimized breaker for UPS, PV, ESS system application
3. Maximum short-time capacity 65kA/1sec
4. DC Multi-Function Relay:
A, V, W measurement / self-diagnosis and fault waveform recording
5. Physically compatible with existing Susol ACB

Features

¢ Basic rating
- Rated voltage: 1000Vdc (4p) / 750Vdc (3p)
- Rated current: 800 ~ 2500A
- Short-time capacity: 65kA/1sec
- Breaking capacity: 85kA @ 500Vdc, 40kA @ 1000Vdc

e Multi-function relays dedicated to DC protect and enhancing user convenience
- Precise measurement of current, voltage, power and various protection relay
functions
- Self diagnosis function, event and fault waveform recording

¢ Electrical endurance : 10000 operations (1600A @ 1000Vdc), 5000 operations
(2500A @ 1000Vdc)

¢ |solation function convenient for withstand voltage test of switchgears

* Optional Short-Busbar considering temperature performance

* Compatible with existing Susol ACB
- Accessories including closing and trip coils
- Physical sizes for installation

* Applicable standards and tests: IEC 60947-2, DEKRA CB certification 2 DEKRA ( €




Susol DC Switch-Disconnectors

1. DC 1500V class 4000AF large capacity Switch-Disconnectors
2. World's largest short-time capacity: 100kA / 1sec

3. Suitable for severe inductive DC loads (DC-23A)

4. Compatible with existing Susol ACB

Features

¢ Basic rating
- Rated voltage: 1500Vdc (DDV type), 1200Vdc (DDH type)
- Rated current: 800 ~ 4000A
-lcw =100kA /1s
- Utilization Category: DC-23A

¢ Electrical endurance:
- 10000 operations (1600A @ 1500Vdc)
- 2000 operations (4000A @ 1500Vdc)

¢ Optional Short-Busbar considering temperature performance

e Compatible with existing Susol ACB
- Accessories including closing and trip coils
- Physical sizes for installation

» Applicable standards and tests: IEC 60947-3, DEKRA CB certification 3> DEKRA €
















































































































































































































ﬂUTURING SMART ENERGY

We open up a brighter future through
efficient and convenient energy solutions.

LS s

Safety Instructions

« For your safety, please read user's manual thoroughly before operating.
« Contact the nearest authorized service facility for examination, repair, or adjustment.

« Please contact qualified service technician when you need maintenance.

Do not disassemble or repair by yourself!

+ Any maintenance and inspection shall be performed by the personnel having expertise concerned.
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continuous product development and improvement.
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